
H-Evo Thermo-Heated Mini Hose



GENERAL FEATURES

TECHNICAL OUTLINES 
H-EVO THERMO-HEATED MINI HOSE

distributed worldwide by
www.westandbest.com
info@westandbest.com

2,8 mt - 9 ft        3,6 mt -12 ft        4,8 mt -16 ft

  (300 Watt)          (400 Watt)          (530 Watt)

1/N/PE AC 230 V ±10% 50/60 Hz

50°C ÷ 210°C (120°F ÷ 410°F)

130 bar

PT100 ±0,5°C (1°F)

30 mm

High wear resistence corrugated braid and high flex version

8 mm

Polytetrafluoroethylene (PTFE) smooth, white and anti-sticking

1/2”-20 UNF (Tank Side) - 9/16”-18 UNF (Gun Side) 

Universal tightness head with fitting nut size 21 mm

High insulating factor to maintain the set temperature level

160 mm

AVAILABLE HOSE LENGTH	

INSTALLED POWER	

VOLTAGE	

WORKING TEMPERATURE	

MAX WORKING PRESSURE  	

TEMPERATURE CONTROL	

EXTERNAL DIAMETER	

EXTERNAL SHEATH	

INTERNAL DIAMETER  	

INTERNAL HOSE MATERIAL	

FITTING THREAD	

FITTING TYPOLOGY	

INSULATION MATERIAL

MINIMUM BEND RADIUS


